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VERSIONI

REC Smart PLUS è progettato per un funzionamento in continuo (24h) alla minima velocità. Il passaggio alla velocità mas-
sima avviene tramite l’intervento manuale dell’utente (pulsante/interruttore remoto/telecomando/display touch) o in modo 
automatico (tramite umidostato o la programmazione settimanale impostata sul display touch).

Versione Rec Smart Plus RC - Radio Control

In questa versione il prodotto è dotato di telecomando per il controllo dell'unità di ventilazione. Per indicare lo stato di 
funzionamento ed eventuali anomalie la macchina è dotata di 3 indicatori luminosi (LED) per la segnalazione dello stato 
dell’unità di ventilazione.

Versione Rec Smart Plus TC - Touch Control

Questa versione è dotata di regolatore esterno Touch Control con schermo a colori sensibile al tocco, con il quale è possibi-
le regolare, tra le altre cose, la portata dell'aria ed il funzionamento del recuperatore di calore. Non solo, lo schermo Touch 
Control permette di tenere sotto controllo, con una grafica di semplice lettura, i parametri di confort come temperatura e 
umidità del locale.

Radio Control (RC) e Touch Control (TC) sono dotati delle seguenti funzioni:

Funzione MHY Smart: Funzionamento 24h alla velocità minima. La velocità massima viene raggiunta progressivamente 
in funzione del tasso di umidità rilevato nell'ambiente; maggiore è l'umidità rilevata e maggiore è la velocità di funziona-
mento (e viceversa). Una volta che l’umidità nell'ambiente torna al livello preimpostato sull’umidostato, l’apparecchio si 
commuta automaticamente alla velocità minima.
Questa versione è dotata anche della funzione BOOST con Timer. L'attivazione della funzione BOOST (velocità massima) 
è possibile tramite comando remoto (interruttore luce, comando remoto, telecomando, ecc...) ed è dotata di timer rego-
labile da 0 a 30 minuti che ne prolunga il funzionamento alla disattivazione di esso. La funzione è utile quando si ha la 
necessità di far funzionare l’apparecchio alla massima velocità per un certo periodo di tempo. 

Versione MHY Smart

Funzionamento 24h

Funzionamento BOOST

Funzionamento MHY Smart

SCHEMI DI FUNZIONAMENTO

Dear Customer,
the product you purchased is a heat recovery extractor fan without ducting, suitable for wall mounting. To ensure optimum 
operation and guarantee a long life, read this manual carefully that explains how to effectuate a correct installation and to 
use and maintain the product properly. Following all the instructions ensures reliability and long life, both mechanically and 
electrically.
The manufacturer declines any responsibility for damages caused to persons or things deriving from the lack of 
observance of the following described instructions.
The product is constructed using state of the art technology and respects the standards in force regarding electrical equip-
ment. It conforms with the EMC European Directive in force regarding radio interference suppression and electro-magnetic 
compatibility.

Installation and usage instructions

WARNING: Serious injury or death can be caused if these instructions 
are not applied !

Do not use this product for uses that are different from those for which it has •	
been designed.
After removing the product from its packaging ensure that it is complete and un-•	
damaged; if in doubt, immediately contact a qualified electrician.
Do not leave parts of the packaging within reach of children or incompetent per-•	
sons. To dispose of the packaging and the appliance at the end of its useful life 
refer to the recycling norms in force in your country.
Immediately contact a qualified person (authorised dealer or the manufacturer) •	
if the product is dropped or knocked to check its correct functioning.
Do not touch the appliance with wet or humid parts of the body (e.g., hands or •	
feet).
This appliance can be used by children aged from 8 years and above and per-•	
sons with reduced physical, sensory or mental capabilities or lack of experience 
and knowledge if they have been given supervision or instruction concerning 
use of the appliance in a safe way and understand the hazards involved. Chil-
dren shall not play with the appliance. Cleaning and user maintenance shall not 
be made by children without supervision.
To avoid the risk of fire do not using the product in the presence of inflammable •	
substances and vapours, such as alcohol, insecticides, petrol, etc.
The product can be connected to the supply mains only if the voltage and the •	
frequency of the supply mains correspond to those written in the rating label.
In the case of malfunction, anomaly or any type of fault disconnect the appliance •	
from the electrical main supply and contact a qualified person. Use only original 
spare parts for repairs.
The electrical system to which the appliance is connected must conform with the •	
local norms in force regarding electrical systems.
The appliance must not be used to activate water heaters, room heaters, etc.•	
Do not use the product at environmental temperatures more than 40°C.•	
The means of disconnection from the supply mains must have a contact separa-•	
tion in all poles and must provide full disconnection under overvoltage category 
III conditions.
If there is a combustible-fed device (water heater, gas boiler, etc. of the sealed •	
chamber type) in the room where the product is to be installed check that the 






